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Typical Lighting Circuits

There are two basic types of lighting circuit, so make sure you have the correct dimmerswitch for your lighting circuit.

1. 1-Way Circuits
In 1-way lighting circuits the light or lights are controlled by one switch. Your dimmerswitch replaces this switch and can be a

1-way rotary model (Figure 1), or a 1 or 2 way push-on/push-off model (Figure 2).

(The advantage of a push-on/push-off dimmerswitch is that the dimmer can be switched on and off with a push action, while
keeping the lighting at the level you have chosen.)

Remove your old switch and copy the wiring configuration for the dimmerswitch. The wires from your old switch
can be connected either way round to the "C" and "L1" terminals of the dimmerswitch. If you are using a push-on/push-off
dimmerswitch there is a spare terminal (L2) that you will not need to use for a 1-way circuit.

2. 2-Way Circuits

2-way lighting circuits have two switches turning the same light or lights on and off from two different locations (e.g.. at the top
and bottom of the stairs). You must only replace one of these switches with a dimmerswitch or the lights will flicker. See
Figures 3 and 4 which show typical 2-way circuits. Remove your old switch and copy the wiring configuration for the dimmer.

Remove your old switch and copy the wiring configuration for your dimmerswitch. The wire(s) fitted in the "common" terminal
of the old switch should be fitted into the "C" terminal of the dimmerswitch. The wires fitted into the other two terminals of the
old switch should be fitted either way round into terminals "L1" and "L2" of the dimmerswitch.

Note: Dimmer switches have “C” next to “L1” & “L2” whereas most switches have “C” at the opposite end to “L1” & “L2".
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Multi-Gang Dimmerswitches (with 2, 3 or 4 control knobs)

To fit multi-gang dimmerswitches treat each group of terminals at the back of the unit as

a separate dimmerswitch wiring them into the lighting circuits as described above. If required,
one terminal from each dimmer module may be joined together with a short length of wire to
copy the wiring configuration of the old switch.

Wiring Diagrams
Typical 1-way Circuits

(For single dimmerswitches or each module of a multi-gang dimmerswitch)

Figure 1 Figure 2
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Typical 2-way Circuits
(For single dimmerswitches or each module of a multi-gang dimmerswitch)
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